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CLEANWIPE PRO CARD READER MOUNT
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100% Washable, 
Supports Hygiene
Compliance

 

Redundancy Protection
(Lower Operational Cost)

Easy Mount Design

Universal Attachment
Ability (Left or Right)

Compatible with all 
Current and Future
Card Readers

Designed to Withstand 
Industrial-Grade 
Disinfectants

Compact Footprint Perfect 
for Tight Applications Including 
Mobile Carts and Exam Rooms

State-of-the-art Cleanwipe Pro Waterproof Keyboards from Seal ShieldTM with SSxKSV101-CRMOUNT attachment. The 
SSxKSV101PRO-CRMOUNT is a medical grade, aluminum mount that attaches to the CleanWipe™ Pro keyboard allowing for 
simple, safe, and effective attachment of NFC readers. This mount supports forward compatibility of NFC readers with its universal 
mounting capability. The SSxKSV101PRO-CRMOUNT reduces overall cost of ownership for a card reader keyboard with its 
redundant design. The SSxKSV101PRO-CRMOUNT is reversible, allowing for attachment of NFC readers on either the right or left 
side of the CleanwipeTM Pro Keyboard. This mount is ideal for multiple sanitization modalities with its hard non-porous surface that 
is compatible with all healthcare disinfectants. NFC reader not included or sold by Seal ShieldTM.

Model: SSxKSV101-CRMOUNT 
              

ADVANCED CLEANING CAPABILITIES
· Dishwasher-Safe 
  Compatible with Spray & Wipe Disinfectant Products:
· Clorox Healthcare® 
· Lysol®

· PDI Products
· Bleach, Ethanol, IPA, Quats, Citric Acid, & Hydrogen Peroxide, 
  and  Other Industrial-Grade Cleaners and Disinfectants

SSxKSV101-CRMOUNT

SSxKSV101Pro Keyboard Dimensions with Mount Attached
Side View:

Top View:

SCAN HERE
for Installation
Instructions

130 mm

24.8 mm

130 mm

414.7 mm
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PRODUCT DATASHEET

TECHNICAL DATA:

Net Dimensions L x W x H: 16.33 x 5.12 x 0.98in (414.7 x 130 x 24.8 mm)

Construction: ABS Plastic (Chiclet Style with Silicone Cover)

Waterproof/Dustproof Ratings:

Safety, Regulatory and 
Environmental Compliance:

Gross Dimensions: 14.25 x 5.6 x 1.2in (362 x 142 x 30.5 mm)

Key Layout: 99 Keys including 10 Keypad

Key Illumination:  Caps Lock, Num. Lock, Keyboard Lock, Scroll Lock Keys, 

Net Weight: .81lb (.366kg)
Gross Weight: .88lb (.397kg)

Connection Type: 6ft (1.83m) Long USB Cable with Magnetic Connector
to Keyboard 

Key Switch Force: 60 ± 15 gf

Key Switch Life Cycle: 8,000,000 keystrokes

Key Switch Type: Chiclet Style with Scissor Mechanism

Keycaps Imaging Type: Laser-Etched Keys 

Compatibility: Windows 10 Version 1607 x64 (USB Models)

EMI - RFI: Conforms to FCC Rules for Class B Computing Device

6061 T6 Aluminum

Bracket is reversible using 200 x 100mm VESA Hold Pattern

Must be stored on a flat surface

IMP-60, IMP-75, IMP-80, IMP-82, IMP-80-BLE, IMP-82-BL,
WAVE® ID Plus, WAVE ID® Plus Mini

Storage Temperature: -20° C to 60° C ± 10 °C

Total Key Travel:

Operating Voltage: + 5VDC ± 5%

IPx8, NEMA 4X

.08 in (2mm)

IPx8, FCC Class B, CE, RoHS, WEEE, WHQL, ICES-003, 
RSS-210

Bracket Material:

Bracket Mounting:

Compatible Readers:

Storage:

Neodymium magnet attached with 3M adhesive to both
reader and bracket

Attachment Method for
Reader to Bracket:

CLEANWIPE PRO CARD READER MOUNT
Model: SSxKSV101-CRMOUNT 
              

Limited 2-Year Warranty


